
 

Brewster’s Dispersing Prisms 

Product Code: BDP 

Dimensional Tolerance: +0.000 /-0.010‖ [+0.00/-0.25mm] 
Angular Tolerance: < 3 arc minutes 
Clear Aperture: >80% of central  dimension 
Chamfer: 0.38mm @ 45° typical 

Part Number Material A B Brewster’s Angle 

BDP-05-UV UV Fused Silica 12.7mm 12.7mm             69.06°  

BDP-06-UV UV Fused Silica 15.0mm 15.0mm             69.06°  

BDP-06-SF-10 SF-10 15.0mm 15.0mm             60.60° 

BDP-10-SF-10 SF-10 25.0mm 25.0mm             60.60° 

  Equilateral Dispersing Prisms  

             Product Code: EDP 

Part Number Material A=B=C Apex Angle Ø 

EDP-06-BK BK-7 15.0mm           600 

EDP-08-BK BK-7 20.0mm           600 

EDP-10-BK BK-7 25.0mm           600 

EDP-12-BK BK-7 30.0mm           600 

EDP-16-BK BK-7 40.0mm          600 

EDP-24-BK BK-7 60.0mm          600 

EDP-12-F2 F2 30.0mm          600 

EDP-24-F2 F2 60.0mm          600 

EDP-12-SF10 SF-10 30.0mm          600 

EDP-24-SF10 SF-10 60.0mm          600 
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